
BLE Locking 
Euro Cylinder
Quick start guide



Before you start
Make sure the Cylinder length is equal to or 
greater than the thickness of your door and 
furniture combined. 

In the box: 
1. 1× Cylinder Body with Actuator 
2. 1× Second Actuator 
3. 1× Allen Key - 1.5mm 
4. 1× Screw - M5 x 30mm
5. 1× CR2 Lithium battery
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Install Cylinder body
While the door is open, remove the old 
cylinder if necessary and then insert the 
BLE Locking Euro Cylinder Body and center.

Confirm that the Cylinder body protrudes 
from the door furniture on both sides.
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Install the battery

Step 1:  Battery goes into the Second 
Actuator. Unscrew the the Knob fixing 
screws with allen key.

Note: This also applies for changing the battery 
when it’s drained.



Step 2: Slide o! the Knob

Step 3: Insert battery (pay attention 
to the polarity) and repeat the previous 
two steps vice-versa. 

Install the battery
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Attach Second Actuator
While holding the Cylinder Body, 
insert the Second Actuator and rotate until 
you find the correct alignment where the 
part fully inserts.
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Fasten Cylinder
Locate the fixing screw supplied with the 
lock body. Insert it through the lock body 
face plate and fasten the Cylinder body. 
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Note: As a security measure, the Second Actuator can’t 
be removed or inserted with the fixing screw installed. 



Activate Cylinder 
Step 1: Download BLE Locking App 
from App Store (Apple) or Google Play 
Store (Android). 
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Step 2: Tap Register to create account
in app and log in.

Activate Cylinder 



Step 3: Tap Add new and scan the 
QR-code what came with the Cylinder.

Activate Cylinder 



Activate Cylinder 

Done: You are ready to use your lock. Lock 
activates when you tap the lock icon.
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How to use
Keypad/Actuator Orientation

Top left key is always #1, no matter 
which way the actuator has been spun. 

The Electronic Cylinder keypads use an 
orientation sensor to determine which 
way is up. 
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How to use

Operating/using the Cylinder

By default the cylinder will be in secure 
mode and the actuators will spin freely 
without operating the door’s lockbody.
 
Rotate the actuator to a vertical position. 
Use the digital key from the BLE Locking 
App to activate the Cylinder or if you have 
PIN activated, you can enter the PIN to 
activate the cylinder. The keypad will flash 
green if the key was sent or correct PIN 
code was entered. Rotate the actuator to 
operate the lockbody. Confirm the door 
can now lock/unlock. 

The cylinder will automatically enter secure 
mode after 10 seconds.Test this by rotating 
the actuator to ensure it spins freely 
without operating the lockbody. 



When does the battery needs replacing? 

The keypad will flash orange after every 
activation of the Cylinder when it’s time to 
replace the battery.

If the battery goes completely flat you can 
temporarily power the cylinder using any 
power bank with a Micro USB connection 
(not included). The connector is located 
under the cap. 

How to use



Compatibility

Material

Colour options

Power supply

Communication 
protocols

Standard Euro lock aperture
Door maximum thickness 70 mm, including 
core covers

Stainless steel

Satin black
Satin chrome

CR2 lithium battery
USB

BLE (Bluetooth Low Energy)

Product details



Customer support
support@blelocking.com

Sales
sales@blelocking.com

More information
blelocking.com


